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Company Profile

MORE THAN 300 PROFESSIONALS WITH PASSION

It is people, with their professionalism and dedica-
tion that make a great company. This profound con-
viction has always guided Pizzato Elettrica in their 
choice of employees and partners. 

Today, Giuseppe and Marco Pizzato lead a tire-
less team providing the fastest and most efficient 
response to the demands of the market. This team 
has grown over the last 10 years and has achieved 
a considerable increase in sales in all the countries 
where Pizzato Elettrica is present.

The various strategic sectors of the business are 
headed by professionals with significant experience 
and expertise. Many of these people have develo-
ped over years with the company.

Others are experts in their specific field and have 
integrated personal experience with the Pizzato 
Elettrica ethos to extend the company’s capability 
and knowledge.

From the design office to the technical assistance 
department, from managers to workers, every 
employee believes in the company and its future. 
Pizzato Elettrica employees all give the best of 
themselves secure in the knowledge they are the 
fundamental elements of a highly valuable enter-
prise.
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Pizzato Elettrica is one of the leading European manufacturers of position 
switches, microswitches, safety devices, safety modules, foot switches, 
control and signalling devices, and devices for lifts.
An entrepreneurial company such as Pizzato Elettrica bases its 
foundations on a solid and widely shared value system. The pillars that 
form the basis of the company’s work have remained constant, and 
constitute the fundamental guiding principles for all company activities.

PASSION FOR QUALITY

Passion for product quality, orientation towards excellence, innovation, 
and continuous development, represent the key principles of Pizzato 
Elettrica's everyday work.
Anyone using Pizzato Elettrica’s products does so in the certainty that 
these devices are of certified quality, since they are the result of a 
process that is scrupulously controlled at every stage of the production.
The company's goal is to offer the market safe, reliable, and innovative 
solutions.

CARE FOR THE CUSTOMER

In order to be successful, a product must respond to the specific needs of 
those who will use it. Market developments must be carefully monitored 
in order to understand, in advance, which new applications will prove 
themselves truly useful. This is why Pizzato Elettrica has always cultivated 
close synergies with the companies that have chosen it as a supplier, 
using this continuous dialogue to identify the potential developments of 
the own product range in order to make it highly flexible, complete and 
capable to respond to the most diverse needs.

100% MADE IN ITALY

All Pizzato Elettrica products are designed, developed, and tested entirely 
at the company plants in Marostica, in the province of Vicenza in Italy. 
The company is thus able to meet specific customer requirements at all 
times, by offering a comprehensive range of products and technologically 
advanced solutions.

100% MADE IN ITALY
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Company Profile

1984: AN ENTREPRENEURIAL STORY BEGINS

1984  The company Pizzato di Pizzato B. & C. snc. manufacturer of 
position switches is founded.

1988  The company becomes a limited liability partnership, and 
is renamed Pizzato Elettrica, a brand shortly destined to 
become renowned and valued nationwide. 
The first company-owned plant (P1) geared towards 
mechanical processing was built. 

1990 By the end of the decade, thanks to the development 
of quality products and the experience built on the Italian 
market, Pizzato Elettrica turns to the international market.

1995 Building of the second plant (P3) geared towards the 
moulding of plastic materials. Development of the position 
switch range continues in parallel. Start of significant years in 
terms of safety devices planning. The safety sector becomes 
a key sector to the company.

1998 Construction of the third plant (P4), housing the assembly 
department.

2002 Achievement of the ISO 9001:2000 certification. Launching 
of the first safety modules. The new factory headquarters and 
logistics centre (P5) is built and will remain the company's 
headquarters for many years. Continued expansion of the 
industrial safety and automation product range.

2007 Pizzato Elettrica faces its first generational change: Giuseppe 
and Marco Pizzato take over the company directorship.

2010 Extension of Pizzato Elettrica product portfolio, with the 
launch of the innovative EROUND line consisting of control 
and signalling devices. This product range accompanies 
position switches and safety devices, thus offering complete 
solutions to customers.

2012 Introduction of Gemnis Studio, the first software produced 
by Pizzato Elettrica. A graphic development environment for 
the creation, simulation, and debugging of programs that can 
be integrated in the Gemnis line modules.

2013 Foundation of first subsidiary of Pizzato Elettrica, Pizzato 
Deutschland GmbH, in Germany.

2014 A new production facility (P8) dedicated to switches and 
automatic machines is opened, spanning a surface area of 
6000 m².

2016 The new NS series of safety switches with electromagnets 
and RFID technology is introduced, fruit of the company’s 
experience, spanning more than thirty years in the field of 
industrial safety. To date it is the state of the art in its industry. 
Foundation of second subsidiary of Pizzato Elettrica, Pizzato 
France SARL, in France.

2017 The company continues to expand and achieves the quality 
certification based on the more recent version of standard 
ISO 9001 of 2015. 
In Spain, the third Pizzato Elettrica subsidiary is founded: 
Pizzato Iberica SL. 
The foundation stone is laid for the new factory (P6), which is 
to become the company's headquarters.

2018 The safety handle P-KUBE Krome is launched, a brand new 
product in the market, confirming that Pizzato Elettrica thrives 
on innovation in the sectors of automation and industrial 
safety.
Foundation of fourth subsidiary of Pizzato Elettrica, Pizzato 
USA Inc, in the United States. 

2019 The new factory (P6) is opened, a modern building of 
28,000 m2 realized with the most advanced Industry 4.0 
technologies, where all offices and production divisions are 
transferred, allowing to further improve the flow of material 
and information.
The logistics and shipment department is optimised with the 
introduction of a new completely automated warehouse.

Today, Giuseppe and Marco Pizzato lead a company in constant 
growth in terms of new product launches, number of 
employees, turnover, and new markets. Pizzato Elettrica 
is continuing its new product internationalisation and 
development process.
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90 MILLION PARTS SOLD WORLDWIDE

Pizzato Elettrica’s product catalogue contains more than 7,000 
articles, with more than 1,500 special codes developed for 
devices personalised according to clients’ specific needs. 
Pizzato Elettrica devices can be grouped, according to typology, 
into three main macro-categories.

POSITION SWITCHES
Pizzato Elettrica position switches are daily installed in every type 
of industrial machinery all over the world for applications in the 
sector of wood, metal, plastic, automotive, packaging, lifting, 
medicinal, naval, etc.
In order to be used in a such wide variety of sectors and countries, 
Pizzato Elettrica position switches are made to be assembled in 
a lot of configurations thanks to the various body shapes, dozens 
of contact blocks, hundreds of actuators and materials, forces, 
assembling versions. 
Pizzato Elettrica can offer one of the widest product range of 
position switches in the world. Moreover, the use of high quality 
materials, high reliability technologies (e.g. twin bridge contact 
blocks) as well as the IP67 protection degree make this range of 
position switches one of the most technologically evolved.

SAFETY DEVICES. 
The company Pizzato Elettrica has been one of the first Italian 
companies developing dedicated items for this sector, creating 
and patenting dozens of innovative products, thus becoming one 
of the main European manufacturers of safety devices. 
The vast range of products aimed specifically at the safety of 
machinery, fully designed and assembled at the Marostica (VI) 
company premises, includes not only more traditional safety 
switches with separate actuator (with or without locking 
mechanism) and hinge switches but also state-of-the-art anti-
tampering devices with RFID technology, such as the ST series 
sensors, and NG and NS series locking devices.

The product range is complemented by safety handles for guards, 
with the innovative P-KUBE Krome model whose handle can be 
illuminated with multicolour signalling LEDs, as well as by the 
CS series safety modules, available in single function versions, or 
user-programmable with the use of the Gemnis Studio software; 
fully implemented by Pizzato Elettrica and distributed with a free 
licence.

MAN-MACHINE INTERFACE. 
Pizzato Elettrica's control and signalling devices of the EROUND 
line are designed for the use in the man-machine interface 
sector. Thanks to the elegant design, the care for details and the 
elegance of the product combined with its maximum safety and 
reliability, this series is one of the most complete and cutting-
edge on the market.

In order to satisfy its customers’ needs and requests, Pizzato 
Elettrica offers a lot of accessories purposely designed not only 
to complete its wide range of products, but also to help device 
installation on machineries.
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A simple brand isn’t enough: the company is aiming for the Pizzato 

Elettrica brand to be widely recognised as a synonym for absolute 

quality and certainty.

A result that has been reached and consolidated over the years, 

updating and expanding the series of certifications obtained from 

the most important Italian and international control organisations. 

Product quality is assessed by five accredited external bodies: 

IMQ, UL, CCC, TÜV SÜD, EAC. These bodies lay out high technical 

and qualitative standards for the company to achieve and main-

tain, verified yearly with several inspections: these are performed, 

without prior notice, by qualified inspectors, who extract samples 

of products and materials destined for sale from plants, or from 

the market directly, to subject them to apposite tests.

•฀CE฀MARK.฀All฀Pizzato฀Elettrica฀products฀bear฀the฀CE฀marking฀in฀

conformity with the European Directives in force.

•฀ ISO฀9001฀CERTIFICATION.฀The฀company's฀production฀ system฀

is compliant with the international ISO 9001 standard, in its most 

recent 2015 revision. The certification covers all of the company’s 

plants and their production and managerial activities: entry checks, 

technical, purchasing and commercial department activities, man-

ufacturing operations assessments, final pre-shipping product 

tests and checks, equipment reviews and the management of the 

metrological lab. 

The Pizzato Elettrica quality management system ensures that all 

sensitive company processes – from component design to imple-

mentation, from materials provisioning to verification of non-com-

pliant products – are carried out according to the procedures laid 

down, with the aim of providing our customers with continuously 

improved and reliable products.

•฀ CERTIFICATION฀ OF฀ COMPANY฀ QUALITY฀ SYSTEMS.฀ Pizzato฀

Elettrica has obtained the certificate of compliance with the UNI 

EN ISO 9000 regulations in force in Italy and abroad. It is issued 

by a recognised independent body that guarantees the quality and 

reliability of the service offered to clients worldwide.

•฀CSQ,฀CISQ฀AND฀ IQNET.฀The฀CSQ฀system฀ is฀part฀of฀ the฀CISQ฀

(Italian Certification of Quality Systems) federation, which consists 

of the primary certification bodies operating in Italy in the various 

product sectors. CISQ is the Italian representative body within 

IQNet, the biggest international Quality Systems and Company 

Management certification network, which is adhered to by 25 cer-

tification organs in as many countries.

Company Profile

MILLIONS OF CERTIFIED PRODUCT CODES
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TECHNICAL DEPARTMENT

The Pizzato Elettrica technical department provides direct technical and qualified 
assistance in Italian and English, helping in this way the customers to choose 
the suitable product for their own application explaining the characteristics and 
the correct installation.

Office hours:  Monday to Friday
 08 am - 12 pm / 02 pm - 06 pm CET
Telephone: +39.0424.470.930
E-mail: tech@pizzato.com

Spoken languages:

SALES DEPARTMENT

Among the strengths in the company relationship with the commercial 
network, the direct assistance guaranteed in five languages: Italian, English, 
French, German and Spanish. A service that confirms Pizzato Elettrica quality 
and attention to the needs of customers from around the world.

Office hours: Monday to Friday
 08 am - 12 pm / 02 pm - 06 pm CET
Telephone: +39.0424.470.930
E-mail: info@pizzato.com

Spoken languages:

TECHNICAL AND SALES ASSISTANCE

GLOBAL SUBSIDIARIES

Pizzato Deutschland GmbH 
Munich
Founding year: 2013
info@pizzato.com

Pizzato France Sarl
Villeurbanne - Lyon
Founding year: 2016
info@pizzato.com

Pizzato Iberica SL
Barcelona
Founding year: 2017
info@pizzato.com

Pizzato USA
East Syracuse, NY
Founding year: 2018
info@pizzatousa.com

The purpose of these subsidiaries is to coordinate and support the activities of representative agencies, or distributors, present in the 
various countries, managing marketing and sales activities, with further objectives of increasing brand visibility and penetration capacity 
of Pizzato Elettrica products in markets considered strategic.

Products from Pizzato Elettrica are currently used in over 80 countries: The commercial support network, which is made up of local 
professional and experienced representatives, combined with the productive capacity of the headquarters in Italy, are the basis for the 
formation of a group that, together with its partners, has all the necessary requirements to become one of the most important companies 
in the field of automation and industrial safety.
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Company Profile

TRADE FAIRS

Pizzato Elettrica regularly participate to many trade fairs in Italy and abroad, presenting in this way to the market the products, the latest 
news, etc. 

EVENTS 

Besides offering qualified technical assistance, Pizzato Elettrica presents itself as a dynamic partner who is attentive to the needs of 
its customers. For this reason, the company organises several meetings and training courses with particular attention to the regulatory 
aspect of machinery safety.

TRADE FAIRS AND EVENTS
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PRODUCT NEWS

Visit the website at www.pizzato.com to stay updated on all the news regarding product launches, to view the entire range of products 
created by Pizzato Elettrica, and to consult all the documentation provided.

SEARCH USING FILTERS

You can find the product you want by entering the relative item code, or use the filters provided to create the item most adapted to your 
particular requirements, by choosing the features it needs to offer.

BROWSABLE, DOWNLOADABLE CATALOGUE

Users can download the complete catalogue or alternatively browse it directly online, an extremely handy solution for those wishing to 
consult the range of products simply and rapidly. 

HIGH RESOLUTION IMAGES

The information provided for each product is complete with high resolution images to offer visitors to the website a clear, accurate view 
of the items in close detail, also offering them the possibility to zoom in and out on the image. 

USAGE INSTRUCTIONS

You can download product usage or installation instructions, in PDF format, to your computer.

2D AND 3D FILES

2D and 3D drawings are available for every item; in formats that are compatible with the widest variety of drawing programs.

CERTIFICATES AND EC DECLARATIONS OF CONFORMITY

The latest product type approval certificates, and EC declarations of conformity in accordance with applicable European product directives, 
are published on the website.

LARGE VIDEO SECTION

The large video section of the website is capable of showcasing the main characteristics, functions and use of the various products. 

MULTILINGUAL TRANSLATIONS

The website’s multilingual versions allow the clients of the global market to find all the information they need in one place.

WEBSITE WWW.PIZZATO.IT
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New Products General Catalogue HMI

PUSH-IN spring-operated connection  

 line

•฀Fast, simple conductor insertion, no tooling required

•฀Quick release, with the grey button provided to release the wire

•฀For 0.25 mm2 to 1.5 mm2 conductors, with or without wire-end sleeve

•฀1NO and 1NC contact blocks, with base or panel mounting

•฀12-30 Vac, 120 Vac, 230 Vac LED units, with base or panel mounting

BN series control device units

•฀Modular technopolymer housing for 3 to 8 devices

•฀Wide range of available control devices

•฀Rotatable modules for the greatest installation flexibility

•฀Can be configured with various types of connection output

•฀Min. dimensions 40x40 mm

Dual function luminous disc  

 line

•฀High visibility

•฀Protection degree IP67

•฀Versions with supply voltage of 12 Vac/dc and 24 Vac/dc 

•฀Versions with dual function, that allow to change the lighting from continuous 
light to blinking light, by simple wiring

•฀Available in yellow and white

•฀Customisable using indelible symbols and texts with laser engraving

Diode unit

•฀Same shapes and sizes of the contact unit

•฀To be used in those circuits where it must be ensured that the current flow 
respects the prescribed polarity

•฀Panel or base mounting versions

•฀Screw or push-in spring-operated connections
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Potentiometer 0.5 W 

 line

•฀Same shape, and same technical configuration as existing 1 W potentiometer

•฀Cermet technology integrated in monolithic body

•฀Protection degrees IP67 and IP69K

•฀3-pole PUSH-IN type spring-operated connection

•฀Available with various resistance values

•฀Optimised and advantageous solution for standard applications

High luminosity monolithic indicator lights  

 line

•฀New 120 Vac and 230 Vac high luminosity versions

•฀Same luminosity level as in 24 V ac/dc versions

•฀Highly visible and effective indicator light

•฀Available in various colours

•฀Customised laser engraving option

Tampering protection for M12 connectors,  

VF PC series

•฀Protection฀against฀tampering฀with฀electrical฀connections

•฀Quick฀assembly฀with฀two฀interlocking฀shells

•฀Removal฀possible฀only฀by฀breaking฀the฀shells

•฀Different฀versions฀available฀for฀connector฀-฀device฀and฀male฀connector฀-฀female฀

connector฀connections

•฀Versions฀available฀in฀detectable฀blue฀plastic,฀suitable฀for฀the฀food฀industry

Stock items

An overview of stock items is available at www.pizzato.com
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Single foot switches -  PX and PA series

Description
The PX and PA foot switches are traditional products of Pizzato Elettrica that have recorded a continuous growth and 
success in the market. Modified and updated over time, this cutting-edge series keeps offering new solutions to all flexibility 
and modularity demands. Moreover, the latest changes have reduced its weight and therefore its environmental impact.

These devices are designed to be used in the 
toughest environmental conditions and they pass 
the tests required for IP65 acc. to EN 60529. They 

can therefore be used in all environments in which the wrapping 
must present a high degree of protection. Available also with IP53 for 
applications requiring a high price/quality ratio.

Protection degree IP65
Inside the housing immediately after the 
cable inlet there is a cable clamp in line with 
the hole. Ideal for maintaining the electrical 
cable in position; it prevents any tractions or 
repeated movements from discharging on the 
electrical connections of the contact blocks. 
Reversible, it can tighten both large and small 
cables.

Conduit entry with cable clamp

All external metal parts of the single 
foot switch are made in stainless 
steel. All the screws, springs and 

external metal sliding pivots are made of stainless steel. Ideal for 
applications used in presence of corrosive elements such as in the 
food and pharmaceutical sectors.

Stainless steel external metallic parts

All PX and PA series foot switches are 
provided with two knock-out side openings. 
These openings enable the single pedal, via a 
specific joining KIT, to be laterally connected 
to other single Pizzato Elettrica pedals. Two 
normal pedals can therefore be transformed 
at any time into a single, sturdy double pedal. 
The joining kits are provided with special 
gaskets which maintain the device protection 
degree unaltered, and with a special internal 
conduit that allows to pass the wires from 
one foot switch to the next.

Side openings

All foot switches are provided with four 
dedicated non-slip feet. Being hollow in 
the middle, these feet guarantee smaller 
contact surface and greater friction 
coefficient. This way the actuation of 
the foot switch is simple and practical, 
preventing its sliding away on very 
smooth and polished floors.

Non-slip rubber feet

Foots switches of the PX series are provided 
with a reinforced shaped cap. This solution 
enables the cap to bear static loads of up to 
800 N without breaking, therefore being tread-
proof. For particularly difficult environments, the 
cap can be provided in material reinforced with 
charges in fibre glass to also resist impacts from 
dynamic knocks. Furthermore, for PA series 
foot switches in heavy duty environments it is 

also available a metal protection with oversize dimensions, designed 
for persons wearing safety shoes.

Sturdy cap

Up to two contact blocks with two contacts each can 
be fitted in one foot switch. These units are available in 
several models, with slow or snap action and various 
operation travels. All contact blocks are provided with 
highly reliable twin bridge electrical contacts and positive 
opening NC contacts in accordance with IEC 60947-5-1, 
and are therefore suitable for safety circuits. 

Contact block

The contact blocks of these devices can be supplied 
gold-plated upon request. Ideal for applications 
with low voltages or currents; it ensures increased 
contact reliability. Available in two thicknesses (1 or 
2.5 microns), it adapts perfectly to the various fields 
of application, ensuring a long endurance over time.

Gold-plated contacts
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By pushing down with higher force (~180 N) 
on the pedal actuator, the second contact 
block switches as well. In this position, both 
contact blocks are switched.

Safety lever

2-stage actuating force

Pressure point

Lock of the pedal actuator

The safety lever prevents the lowering of the pedal actuator in case the foot is not fully 
inserted into the pedal. This prevents the accidental activation of the pedal.

Only if the foot is completely inserted it is possible to lower the safety lever and push down 
the pedal actuator.

Insertion of the foot into the pedal Pushing down the pedal actuator, the 
contacts switch and the locking device 
locks the actuator

Releasing the pedal actuator, the lock 
device keeps it down.  

To unlock the pedal actuator push on the 
locking device.

PX pedal with two shifted, snap action 
contact blocks (2x 1NO+1NC), 2-step 
actuation force and safety lever. 

With a light pressure (~19 N) on the pedal 
actuator, one of the two contact blocks 
switches while the second keeps its state. 
The pedal actuator stops at pressure point. 

Removing the foot from the foot switch, 
the pedal actuator and the contacts return 
to their initial positions.
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Single foot switches -  PX and PA series

CONDUIT 

ENTRY

CARRYING RODS
See page 26

Threaded conduit entry

M2 M20x1.5 (standard)
PG 13.5

STABILIZING  
PLATE

01 02
1NO+1NC
snap action

2NO+2NC
snap action

CONTACT BLOCK  
COMBINATIONS

no device with safety lever lock of the pedal actuator

PEDAL  
DEVICES

OPEN  
PROTECTIONS

ADDITIONAL  
METAL  
PROTECTION

CLOSED  
PROTEC-

TIONS

two-stage two-stage  
with safety lever

Product options

Sold separately as accessory

Selection diagram
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Contact block combinations

01 1NO+1NC, snap action (VF B501)

02 2x (1NO+1NC), snap action (VF B501+VF B501)

03 1NO+1NC, slow action (VF B601)

04 2x (1NO+1NC), slow action (VF B601+VF B601)

05 2x 2NO, slow action (VF B1001+VF B1001)

06 2x 2NC, slow action (VF B901+VF B901)

07 2NC, slow action (VF B901)

08 2NO, slow action (VF B1001)

09 1NO+1NC, slow action, make before break (VF B701)

14 2NO, snap action (VF B1201)

15 2NC, snap action (VF B1101)

20 2x (1NO+1NC), snap action shifted (VF B501+VF B501)

24 (1NO+1NC)+(2NC), snap action, shifted (VF B501+VF B1101)

Other combinations on request.
For contact block data see page 29.

Accessories (PX series only)

no accessories

A with technopolymer carrying rod (400 mm)

B with M25 hole for VF KIT31

C
with M25 hole for VF KIT31 with stabilizing 
plate 

D with technopolymer carrying rod (660 mm)

Threaded conduit entry

M2 M20x1.5 (standard)

PG 13.5

Foot switches

PX closed version

PA open version

Protection degree

0 IP53

1 IP65

Devices

0 no device

1 with safety lever

2 lock of the pedal actuator

3 without safety lever and with two-stage actuating force (only 
with contact block combination 20, 24)

4 with safety lever and with two-stage actuating force (only with 
contact block combination 20, 24)

METAL  
PIPES

See page 26

EMERGENCY 
PUSH BUTTON

See page 26

CARRYING 
HANDLE

See page 26

Code structure

article options

Protection colour

1 yellow RAL 1023 (standard)

2 red RAL 3020

4 grey RAL 7035

5 black RAL 9017

6 blue RAL 5017 

Contact type

silver contacts (standard)

G silver contacts with 1 µm gold coating 

G1 silver contacts with 2.5 µm gold coating

Attention! The feasibility of a code number does not mean the effective availability of a product. Please contact our sales office.
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In compliance with standards:
IEC 60947-5-1, EN 60947-5-1, IEC 60947-1, EN 60947-1, EN 60529, EN IEC 63000, 
UL 508, CSA 22.2 No. 14, GB/T14048.5

Cable cross section (flexible copper strands)
Contact block combinations (all): min. 1 x 0.5 mm2 (1 x AWG 20)

max. 2 x 2.5 mm2 (2 x AWG 14)
Terminal screw tightening torque: 0.6 … 0.8 Nm
Cable stripping length (x): 8 mm

xx

Housing
Housing with double insulation:

Base: glass fibre reinforced technopolymer, 
self-extinguishing and shock-proof

Cap: technopolymer, self-extinguishing and 
shock-proof 

External metallic parts: stainless steel
Cap screw tightening torque: 0.8 … 1.2 Nm
Actuating force: 16 N
One threaded conduit entry: M20x1.5 (standard)
Cable clamp screw tightening torque: 0.8 … 1 Nm
Protection degree: IP53฀(P•฀••••0-M2)฀or฀

IP65฀(P•฀••••1-M2)฀ 
acc. to EN 60529 with cable gland of equal or higher 
protection degree

Utilization requirements: See page 166

Main features

•฀Technopolymer, shock-proof housing
•฀Protection degree IP53 or IP65
•฀14 contact blocks available
•฀Several auxiliary devices available
•฀Assemblable through special joining kits

General data
Ambient temperature: -25°C … +80°C
Safety parameter B10D: 20,000,000 for NC contacts
Max. operating frequency: 3600 operating cycles/hour
Mechanical endurance: 10 million operating cycles

Single foot switches -  PX and PA series

Quality marks:

complete foot switch

EAC approval: RU C-IT.УT03.В.00035/19 

 Installation for safety applications:
Use only switches marked with the symbol  next to the product code. Always connect the safety circuit to the NC contacts (normally closed 
contacts: 11-12, 21-22 or 31-32) as required by EN ISO 14119, paragraph 5.4 for specific interlock applications and EN ISO 13849-2 table D3 
(well-tried components) and D.8 (fault exclusions) for safety applications in general.

Compliance with the requirements of:
Low Voltage Directive 2014/35/EU,  
EMC Directive 2014/30/EU,  
RoHS Directive 2011/65/EU.
Positive contact opening in conformity with standards:
IEC 60947-5-1, EN 60947-5-1.

Internal contact block

IMQ approval: CA02.06217
UL approval: E131787
CCC approval: 2020970305002285
EAC approval: RU C-IT.УT03.В.00035/19

Technical data

Electrical data Utilization category

Alternating current: AC15 (50÷60 Hz)
Ue (V) 250 400 500
Ie (A) 6 4 1
Direct current: DC13
Ue (V) 24 125 250
Ie (A) 3 0.55 0.3

Thermal current (Ith): 10 A
Rated insulation voltage (Ui): 500 Vac 600 Vdc
Rated impulse withstand voltage (Uimp): 6 kV
Conditional short circuit current: 1000 A acc. to EN 60947-5-1
Protection against short circuits: type aM fuse 10 A 500 V
Pollution degree: 3
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01 R 1 PA 20100-M2 1NO+1NC PX 10110-M2 1NO+1NC PX 10110-BM2 1NO+1NC

02 R 1 PA 20200-M2 

1NO+1NC

1NO+1NC

PX 10210-M2 

1NO+1NC

1NO+1NC

PX 10210-BM2

1NO+1NC

1NO+1NC

03 L 1 PA 20300-M2 1NO+1NC PX 10310-M2 1NO+1NC PX 10310-BM2 1NO+1NC

04 L 1 PA 20400-M2 

1NO+1NC

1NO+1NC

PX 10410-M2 

1NO+1NC

1NO+1NC

PX 10410-BM2

1NO+1NC

1NO+1NC

05 L 1 PA 20500-M2  
2NO

2NO

PX 10510-M2 

2NO

2NO

PX 10510-BM2

2NO

2NO

06 L 1 PA 20600-M2 

2NC

2NC

PX 10610-M2 

2NC

2NC

PX 10610-BM2

2NC

2NC

07 L 1 PA 20700-M2 2NC PX 10710-M2 2NC PX 10710-BM2 2NC

08 L 1 PA 20800-M2 2NO PX 10810-M2 2NO PX 10810-BM2 2NO

09 LO 1 PA 20900-M2 1NO+1NC PX 10910-M2 1NO+1NC PX 10910-BM2 1NO+1NC

14 R 1 PA 21400-M2 2NO PX 11410-M2 2NO PX 11410-BM2 2NO

15 R 1 PA 21500-M2 2NC PX 11510-M2 2NC PX 11510-BM2 2NC

20 RS 2 PA 22030-M2 
1NO+1NC

1NO+1NC
PX 12040-M2 

1NO+1NC

1NO+1NC
PX 12040-BM2

1NO+1NC

1NO+1NC
 

24 RS 2 PA 22430-M2 
1NO+1NC

2NC
PX 12440-M2 

1NO+1NC

2NC
PX 12440-BM2

1NO+1NC

2NC
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  Dimensional drawings

Key to travel diagrams 

Closed contact

Open contact

Positive opening travel

Pressing the pedal

Releasing the pedal

Open version,  
without safety lever

Closed version,  
with safety lever

Closed version,  
with safety lever,  

with M25 hole for VF KIT31

For contact block data see page 29

Accessories  See page 167  The 2D and 3D files are available at www.pizzato.com

Contact type:

R  = snap action

L  = slow action

LO  = slow action, make before 
break

RS  = snap action, shifted

All values in the drawings are in mm

Article Contacts Article Contacts Article Contacts Travel diagramC
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Foot switch, closed version, provided with a 660 mm 
technopolymer carrying rod

Ordering example:

PX 10110-M2 VF KIT22

This article can also be purchased with single code  
PX 10110-DM2. In this case the cap is supplied already perforated 
for the carrying rod fixing.

Foot switch, closed version, provided with M25x1.5 hole and 
stabilizing plate

Ordering example:

PX 10110-BM2 VF KIT60

This article can also be purchased with single code  
PX 10110-CM2.

Foot switch, closed version, provided with a 400 mm 
technopolymer carrying rod

Ordering example:

PX 10110-M2 VF KIT21

This article can also be purchased with single code  
PX 10110-AM2. In this case the cap is supplied already perforated 
for the carrying rod fixing.

Foot switch, closed version, provided with metal pipe, 
stabilizing plate and emergency stop button 1NC

Ordering example:

PX 10110-BM2 VF KIT60 VF KIT31 VF KIT32

Combination examples

Single foot switches -  PX and PA series

All values in the drawings are in mm
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Foot switch, open version, provided with metal protection and a 
400 mm metal carrying rod. In heavy-duty work environments, 
protection hood with increased dimensions for safety shoes.

 

Ordering example:

 
PA 20100-M2 VF KIT71 VF KIT25

Foot switch, closed version, provided with metal pipe, 
stabilizing plate, carrying handle and emergency stop button 
1NC

Ordering example:

PX 10110-BM2 VF KIT60 VF KIT31 VF KIT32 VF KIT50

Foot switch, open version, provided with an additional metal 
protection. Ideal for heavy duty applications with safety 
shoes.

Ordering example:

 PA 20100-M2 VF KIT71

Foot switch, closed version, provided with shifted contacts, 
two-stage actuating force, metal pipe, stabilizing plate, carrying 
handle and emergency stop button 1NC

Ordering example:

PX 12040-BM2 VF KIT60 VF KIT31 VF KIT32 VF KIT50

Combination examples
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CARRYING RODS
See page 26

STABILIZING  
PLATE

See page 26

EMERGENCY 
PUSH BUTTON

See page 26

CARRYING 
HANDLE

See page 26

EA SERIES  
HOUSING

DOUBLE 
CARRYING ROD

See page 26

METAL  
PIPES

See page 26METAL  
PIPES

See page 26

JOINING KITS
See page 25

JOINING KITS
See page 25

JOINING KITS
See page 25

JOINING KITS
See page 25

METAL  
PIPES

See page 26

JOINING KITS
See page 25

Modular foot switches - PC series

Selection diagram

Product options

Sold separately as accessory

See page 135

EA SERIES  
HOUSING

See page 135
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PC 2-101 PX 10110-M2 VF KIT20 PX 10110-M2 VF KIT21
PC 2-102 PX 10111-M2 VF KIT20 PX 10111-M2
PC 2-103 PX 20110-M2 VF KIT20 PX 10210-M2 VF KIT21
PC 2-104 PX 20110-M2 VF KIT20 PX 10110-M2 VF KIT21
PC 2-105 PX 10110-M2 VF KIT20 PX 20110-M2 VF KIT21
PC 2-106 PX 10120-M2 VF KIT20 PX 10110-M2 VF KIT21
PC 2-107 PX 10310-M2 VF KIT20 PX 10310-M2 VF KIT21
PC 2-108 PX 10410-M2 VF KIT20 PX 10410-M2 VF KIT21
PC 2-109 PX 10210-M2 VF KIT20 PX 10210-M2 VF KIT21
PC 2-110 PX 10301-M2 VF KIT20 PX 10301-M2
PC 2-111 PX 10100-M2 VF KIT20 PX 10100-M2
PC 2-112 PX 10111-M2 VF KIT20 PX 10111-M2 VF KIT21
PC 2-113 PX 10120-M2 VF KIT20 PX 10120-M2 VF KIT21
PC 2-114 PX 10411-M2 VF KIT20 PX 10411-M2 VF KIT21
PC 2-115 PX 10211-M2 VF KIT20 PX 10201-M2
PC 2-116 PX 10211-M2 VF KIT20 PX 10211-M2 VF KIT21
PC 2-117 PX 10100-M2 VF KIT20 PX 10210-M2 VF KIT21
PC 2-118 PA 20100-M2 VF KIT20 PX 10110-M2 VF KIT21
PC 2-119 PA 20101-M2 VF KIT20 PX 10111-M2 VF KIT21
PC 2-120 PA 20300-M2 VF KIT20 PX 10310-M2 VF KIT21
PC 2-121 PA 20120-M2 VF KIT20 PX 10110-M2 VF KIT21
PC 2-122 PA 20121-M2 VF KIT20 PX 10111-M2 VF KIT21
PC 2-123 PA 20200-M2 VF KIT20 PX 10810-M2 VF KIT21
PC 2-124 PA 20100-M2 VF KIT20 PX 10210-M2 VF KIT21
PC 2-125 PA 20100-M2 VF KIT20 PX 10100-M2 VF KIT21
PC 2-126 PA 20100-M2 VF KIT20 PA 20100-M2 VF KIT21
PC 2-127 PA 20400-M2 VF KIT20 PA 20400-M2 VF KIT21
PC 2-128 PX 10110-M2 VF KIT30 PX 10110-M2
PC 2-129 PA 20100-M2 VF KIT30 PX 10110-M2
PC 2-130 PX 10111-M2 VF KIT30 PX 10111-M2
PC 2-131 PX 10110-BM2 VF KIT20 PX 10110-BM2
PC 2-132 PX 10111-M2 VF KIT30 PX 10111-M2 VF KIT29+ VF KIT32+VF KIT50
PC 2-133 PX 20210-M2 VF KIT20 PX 20210-M2
PC 2-134 PX 20410-M2 VF KIT20 PX 20410-M2
PC 2-35 PX 20211-M2 VF KIT20 PX 20211-M2
PC 2-137 PX 10421-M2 VF KIT20 PX 10401-M2
PC 2-138 PX 10210-M2 VF KIT20 PX 20210-M2 VF KIT21
PC 2-139 PX 40220-M2 VF KIT20 PX 40200-M2
PC 2-40 PA 20100-M2 VF KIT20 PX 10110-M2 VF KIT22
PC 2-141 PX 10110-M2 VF KIT20 PA 20100-M2
PC 2-142 PX 10111-M2 VF KIT30 PX 10111-M2 VF KIT31+ VF KIT32
PC 2-143 PX 10100-M2 VF KIT30 PX 10210-M2 VF KIT31+ VF KIT33
PC 2-144 PX 10810-M2 VF KIT30 PX 10110-M2 VF KIT31+ VF KIT32
PC 2-145 PX 40100-M2 VF KIT30 PX 40100-M2 VF KIT31+ VF KIT33
PC 2-146 PA 20100-M2 VF KIT30 PX 10110-M2 VF KIT31+ VF KIT36
PC 2-147 PX 10110-M2 VF KIT30 PX 12040-M2 VF KIT31+ VF KIT34
PC 2-148 PX 10110-M2 VF KIT20 PX 10110-M2 VF KIT21 + VF KIT61
PC 2-149 PX 10111-M2 VF KIT30 PX 10111-M2 VF KIT29+ VF KIT32+VF KIT50+ VF KIT61
PC 2-150 PX 40310-M2 VF KIT30 PA 20300-M2 VF KIT29+ VF KIT32

PC 3-11 PX 10110-M2 VF KIT20 PA 20100-M2 VF KIT20 PX 10110-M2
PC 3-12 PX 10100-M2 VF KIT20 PX 10100-M2 VF KIT20 PX 10100-M2
PC 3-13 PX 10110-M2 VF KIT20 PA 20100-M2 VF KIT20 PX 10110-M2 VF KIT40

PC 3-14 PX 10110-M2 VF KIT30 PX 10110-M2 VF KIT30 PX 10110-M2
2x VF KIT31 + 
2x VF KIT18

General Catalogue HMI 2021-2022

Combinations of existing double foot switches

If you wish to purchase modular foot switches already assembled or with a single order code, please contact our sales department. Before 
contacting our offices, please look at the following table where some already assigned multiple foot switch combinations are listed.

Note: 
VF KIT21, 22, 26, 29, 31, 32, 33, 34, 35, 40, 50 sets are not supplied assembled because, in order to be wired, kits should be first disassembled 
in any case.

Code Left foot switch Joining element Right foot switch Additional sets

Code Left foot switch Joining element Central foot switch Joining element Right foot switch Additional sets

Combinations of existing triple foot switches
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Joining elements for modular foot switches

All single foot switches (see page 17) are provided with knock-out side openings, designed for inserting the threaded ends of the joining ele-
ments. By tightening the threaded nuts of the joining elements a tight cable feed-through for electrical cables is created between the foot 
switches. In addition to this, with the supplied screws, the joining elements allow the definitive mechanical locking and the stabilization of two 
or more foot switches as a single object.

How to combine the modular foot switches

Besides the possibility of joining from two to four single foot switches, the joining elements make it possible to apply a metal tube that enables 
the electrical connection between the foot contacts and the contacts of an emergency push button, connected to the same tube, preserving 
thus an IP65 protection degree.

Modular foot switches - PC series

Joining element for 
technopolymer pedals 
with hole for carrying 
rod, with nuts, seals 
and self-tapping screws 
for the fixing of the two 
single pedals.
Protection degree IP65.

Joining kit for techno-
polymer pedals with 
M25x1.5 threaded hole 
(for VF KIT31 or VF KIT29) 
with nuts, gaskets and 
self-tapping screws for 
joining two single pedals. 
Protection degree IP65.

Article Description

VF KIT20 Joining element

Article Description

VF KIT30 Joining element
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Note: VF KIT21, 22, 25, 26, 29, 
31, 32, 33, 34, 35, 40, 41, 50 
sets can be supplied already 
assembled.

Auxiliary elements for modular foot switches

Plastic carrying rod set 
(can be connected to VF 
KIT20) with self-tapping 
screw for rod fixing.

Metal carrying rod set 
(can be connected to VF 
KIT20) with self-tapping 
screw for rod fixing. 

Double carrying rod kit 
with handle and self-
tapping screws for fixing, 
to be combined with two 
VF KIT20.

Ø 25 mm metal tube 
set with M25x1.5 threa-
ded ends (for VF KIT32, 
VF KIT33, VF KIT34, 
VF KIT35) with metal 
nuts and gaskets. 
Protection degree IP65.

Metal nut M25x1.5 to 
combine with VF KIT31 
or VF KIT29 if housings of 
the EA series are used. 

Packs of 10 pcs. Emergency stop button kit, rotary 
release, compliant with EN 60947-5-1 
and EN ISO 13850, to combine with 
VF KIT31 or VF KIT29.
Protection degree IP65.

Additional contacts on page 87.

Carrying handle kit for 
metal tube Ø 25 mm 
(VF KIT31 - VF KIT29).

Metal stabilizing plate for 
double pedals.

Ideal as a spare part, in case of da-
mage to the one provided with the 
foot switch.

Metal stabilizing plate for 
single pedal.

Additional metal protec-
tions for single PA series 
foot switches. In heavy-
duty work environments, 
increased dimensions for 
safety shoes. Not appli-
cable with VF KIT60.

Additional metal pro-
tections for PC series 
modular foot switches. 
In heavy-duty work en-
vironments, increased 
dimensions for safety 
shoes. Not applicable 
with VF KIT61.

Article Description

VF KIT21 Carrying rod set, L=400 mm
VF KIT22 Carrying rod set, L=660 mm

Article Description

VF KIT40 Double carrying rod set, L=400 mm
VF KIT41 Double carrying rod set, L=600 mm

Article Description

VF KIT18 Metal nut 

Article Description

VF KIT50 Carrying handle

Article Description

VF KIT61 Metal stabilizing plate

Article Description

VF KIT60 Metal stabilizing plate

Article Description

VF KIT71 Yellow single metal protection

Article Description

VF KIT81 Yellow double metal protection

Article Description

VF KIT25 Metal carrying rod set, L=400 mm
VF KIT26 Metal carrying rod set, L=660 mm

Article Description

VF KIT31 Ø 25 mm metal tube set, L=660 mm
VF KIT29 Ø 25 mm metal tube set, L=740 mm

Article Description

VF KIT32 Emergency stop button kit, 1NC
VF KIT33 Emergency stop button kit, 1NC+1NO
VF KIT34 Emergency stop button kit, 2NC
VF KIT35 Housing set for Ø 22 mm buttons

Article Description

AC 1270 Closed protection, yellow technopolymer
AC 1027 Closed protection, red technopolymer
AC 1271 Closed protection, grey technopolymer
AC 1275 Closed protection, black technopolymer
AC 1276 Closed protection, blue technopolymer




























































































































































































































































































































































