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BASIC INFORMATION

Softproof system: ESKO AE; Printing process: HD Flexo;

Dot shape: ,Circular* and ,Hybrid“ (Samba); Press name: Omet, MPS;

Screen Ruling: CMYK - 174 Lpi | PANTONE® Colors - iki 175 Lpi Press sizes maximum: 420x581 mm;
Screen Angles: Printing types: Surface and reverse printing;
Cyan-7°; Number of print stations: 9;

Magenta - 67°; Number of varnish stations: on demand*;
Yellow - 82°; Number of silk screen stations: 2*;

Black - 37°; Number of cold foil stations: 2*;

PANTONE?® Colors - 45°;

Printproof available: Yes; *Total print stations: 9.

Proofing system: GMG ColorProof;

Proofing substrate: GMG ProofMedia Premium Semi Matt;
Proofing device: Epson SC P7000;

Preferred file formats : *.Normalized PDF | *.PDF | *Al | *.EPS;
lllustration file formats: *.TIFF | *.PSD | *.CT (min 300 dpi).

L eskos.

REPRO INFORMATION

PRINT LIMITATIONS:

The process colors print sequence (when type of print is surface): Y - M - C - K;

Maximum total ink coverage: 400 % (a maximum of 340 % is recommended);

Minimum dot size in data: 1 %;

Maximum dot size in data: 100 %;

Trapping distance: 0,10 - 0,20 mm (standard value: 0,12 mm);
Pull back distance: 0,06 - 0,15 mm (standard value: 0,10 mm); / \ A
A

White color pull back distance: 0,12 - 0,20 mm;
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1 % printing dot in data: - 1 % printing dot in data: N\
12 % printing dot in print

(when PANTONE?® colors are rasterized).

5 % printing dot in print
(when CMYK colors are rasterized).

PRINT INFORMATION

Colometric Ink Data: L a b Colometric Ink Data: L b

@ ProcessCyanC 52,0 -35,8 -55,8 @ Process CyanC -38,0 -45,0

@ Process Magenta C 46,3 778 0,85 o 71,0 1,0
Process Yellow C 90,0 -8,4 100,0 -5,0 95,0
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TEXTS TECHNICAL LAYOUT REQUIREMENTS

14. All text must be vectorial and converted into curves. If the texts are not curved - all

used fonts must be provided. i
15. We recommend that all text in your layout must be vector, consist of a solid 100% color, CorelDraw - Curved
and never be integrated into the illustration as part of its elements. lllustrator - Outlined

16. Although it is possible to print text in raster colors, we recommend to avoid it.

17. The minimum sizes of possible texts are indicated on Page 2.

24. For solid gray backgrounds, we recommend using 100% PANTONE? color or halftone black instead of halftones multiple in CMYK colors.
25. Light colors must consist of a maximum of 3 CMYK components.

26. Rasterized CMYK and PANTONE® colors cannot be mixed together. Rasterized PANTONE® colors are printed with a lower press line (Lpi)
than CMYK colors, so mixing them together can cause an unwanted moiré effect:

27. When exporting InDesign (*.Indd) files to *.PDF format, it is necessary to select the correct export parameters. Otherwise the design will be

splitted up into separate parts and will not be suitable for the print. Export parameters:




THE STRUCTURE OF THE PEEL-OFF LABEL
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